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AMENDMENTS IN THE CLAIMS : 

1 . (Currently Amended) A server client system comprising: 

a communication network, 

a server connected to said communication network and 

a client connected to said sepvef communication network , 

said server including a pQrt -- rnimber -- tr - an - sm i ttef packet responder transmitting T a 
response packet to said client on a first port being set to a first port number, the 
response packet including a second port number and identification information having a 
first value or a second value -te-said-ejiefrt, and 

said client including^ 

a receiver receiving the response packet from said server and reading the 
identification information from the received response packet, 

a determiner determining whether the identification information read >\ 
I * vo< has the first value or the second value, and 

a commun i oator commun i cat i ng w i th sa i d server on the second port number 

server has tho f i rst va l ue, and on a predetermined th i rd port number whon sa i d 

port to the second port number when the identification information has the first value 
and setting the second port to a predetermined third port numbe r when the identification 
information has the second value based on a result of determination by said determiner . 

2. (Canceled) 



3. (Currently Amended) A server client system comprising: 

a communication network, 

a server connected to said communication network, and 
a client connected to said sefve fcommunication network , 
said client including, 

a port number storage storing a searching port number, 
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a reader reading the searching port number from said port number storage, and 
a searcher setting a searching port to the searching port number read by said 

reader and broadcasting a searching packet to said communication network on the set 

searching port, 

said server including,, 

a waiter waiting for commun i cat i on the searching packet from said client on the 
searching port set to a newest searching port number being used at the present and a 
one or more old searching port numbers used in the past, and 

s a id cli e nt in c l ud i ng a commun i cator commun i cat i ng w i th sa i d s erver on a port 
Rymber»-stefe€i4fr^ 

sa i d s e rver further i nc l ud i ng a transmitter packet responder transmitting a 
response packet to said client on the searching port in response to the searching packet 
broadcasted by said searcher, the response packet including the newest searching port 
number b e ing used a t t h e p rese nt to sa id cli e nt on th e port numb e r on w hich said cli e n t 
c o mmunic a ted with said serv e r w he n r e c e iv i ng t he comm u n i c ati on f r o m s a id c lie nt , and 

said client further including, 

a receiver receiving the response packet from said server and reading the 
newest searching port number from the received response packet, and 

a rewriter rewriting the searching port number stored in said port number storage 
into the newest searching port number t ran s mitted from read by said sorvor receiver . 

4. (Currently Amended) The server client system according to claim 3, wherein 

sa i d transm i tter transm i tt i ng the response packet further includes another a 

connecting po rt n u m ber--eA-tfce-p©f tfH*^^ 

said sorvor, and 

said receiver further read s the connecting port number, 

said client further includes a f > Qth e r - Gommu i i i Gator -- Gom - muf ti € a f -i ng -- w i- t^ -- sa€l 

se rv e r on th e a noth er port num ber transmitted from sa i d s o rvor a connection requester 

transmits a request for connection to said server on a connecting port set to the 

connecting port number read by said receiver, and 
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said server further includes a connection responder responds the request for 
connection from said client to establish a connection between said server and said 
client on the connecting port . 

5. (Currently Amended) A server client system comprising: 

a communication network, 

a server connected to said communication network, and 
a client connected to said eefver co m m u n i catio n n etwo r k , 
said server including,. 

a waitef selector selecting a searching port number available among a plurality of 
searching port numbers,, and 

a waiter setting a searching port to the searching port number selected by said 
selector and waiting for tho commun i cation a searching packet from said client on the 
sele cted port numbe r a g port, 

said client in cl u d e s including,, 

a commun i cator selector selecting a searching port number to be used among 
said plurality of searching port numbers,, and 

a searcher commun i cat i ng w i th sa i d sorvor setting the searching port eftto the 
se l e ct e d searching port number selected by said selector and broadcasting the 
searching packet to said communication network on the set searching port , 

said server further including a packet responder respond i ng transmitting a 
response packet to said client on the search port wh@n--f©^i-v4f^--t^e--c©mffl^nw3-ati0H 
from said client in response to the searching packet broadcasted by said searcher : and 

said client further including a changer changing said the searching port number to 
be asee lseiected by said selector when receiving no response packet from said server. 

6. (Currently Amended) The server client system according to claim 5, wherein 

sa id se rv e r fu rther i nc i udos a transmitter transm i tt i ng the response packet 
includes another a connecting port number on tho soioctod port number, and 
said client further includes,. 
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number transmitted f rom sa i d s e rver a receiver receiving the response packet from said 
server and reading the connecting port number from the received response packet and 

a connection requester transmits a request for connection to said server on a 
connecting port set to the conne cting port number read by said receiver, and 

said server further includes a connection responder responds the request for 
connection from said cli ent to establish a connection between said server and said 
client on the connecting port . 

7-9. (Canceled) 

1 0. (Currently Amended) A server connected to a client through a communication 
network , said server comprising: 

a manual port n u m ber setter setting a first port to a first port number in response 
to a user operation , and 

a port number transrn i tter packet responder transmitting T a response packej to 
said client on the set-first port RUffiteef set by said manual port setter, the response 
packet including a second port number and identification information having a first value 
indicating the second port number to be used by said client or a second value indicating 
a predetermined third port number to be used by said client to s aid ciiont. 

11. (Canceled) 

12. (Currently Amended) A client connected to a server through a communication 
network , said client comprising: 

a receiver receiving-,--€>n--a-#r-st--^ert--nuFRfe>ef-,- a response packet transmitted from 
said server on a first port being set to a first port number, the response packet including 
a second port number and identification information having a first value or a second 
val u e transmitted from s a id scrvor and reading the identification information from the 
received response packet . 
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a determiner determining whether the identification information read by said 
receiver has the first value or the second value, and 

a communic a tor communic a ting w ith sa id se rv e r on th e s e cond port numb e r 
transmittod from said serv e r whon tho rccoivod ident i f i cat i on i nfo rmation has tho fir s t 
v a lu e , a nd on a pr e d e t e rmin e d third port numb e r wh en th e r e c e iv e d identification 
informatio n has tho second va l ue an automatic port setter setting a second port to the 
second port number whe n the identification informatio n has the first value and setting 
the second port to a predetermined third port number when the identification information 
has the second value based on a result of determination by said determiner . 

13. (Canceled) 

14. (New) The server client system according to claim 1 , wherein 

said client further includes a connection requester transmits a request for 
connection to said server on the second port set by said automatic port setter, and 

said server further includes a connection responder responds the request for 
connection from said client to establish a connection between said server and said 
client on the second port. 

15. (New) The server client system according to claim 1 , wherein 

said server further includes a first manual port setter setting the first port to the 
first port number and writing the second port number in the response packet in 
response to a user operation, and 

said client further includes a second manual port setter setting the first port to the 
first port number in response to a user operation. 

16. (New) The server client system according to claim 1 , wherein 

said client further includes a searcher broadcasting a searching packet to said 
communication network on the first port, and said packet responder transmits the 
response packet in response to the searching packet broadcasted by said searcher. 
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17. (New) The server client system according to claim 16, wherein 

the searching packet includes a magic word which has been set in said client, 
and said packet responder transmits the response packet when the magic word 
included in the searching packet corresponds to a magic word which has been set in 
said server. 

18. (New) The server client system according to claim 3, wherein 

the searching packet includes a magic word which has been set in said client, 
and said packet responder transmits the response packet when the magic word 
included in the searching packet corresponds to a magic word which has been set in 
said server. 

19. (New) The server client system according to claim 5, wherein 

the searching packet includes a magic word which has been set in said client, 
and said packet responder transmits the response packet when the magic word 
included in the searching packet corresponds to a magic word which has been set in 
said server. 
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